
 

Department of Computer Science and Engineering 

Summary of Infrastructure 

SNo LAB NAME LAB DESCRIPTION 

1 Lab 1 &Lab 2 H/W :Acerverition-50,Acer Power Service-5,Lenovo-5. 
 

Acer veriton :  
Processor : intel(R) Pentium (R),CPU G3250@3.20GHZ 
RAM : 4:00GB, 32-bit OS , x64-Based Processor. 

 

Acer Power Service : Intel(R)Pentium(R) Dual CPU 
E22002.20GHZ,20.GHZ, 

RAM : 2:00GB 

Lenovo:  
Processor : Intel(R) Pentium (R),dual CPU E2140@1.60GHZ 800MHZ 

RAM : 1:00GB,32-bit OS 
S/W:turbooc+,Star UML,Java,Jubins simulator. 

2 Lab 3 &Lab 4 H/W :Acerverition-32, 

Ram -4GB 

Processor-Intel Pentium DualCore 

cpu@e4500@3.00ghz,Opticalmouse, 

LED colormoniter 

S/W:java,mysql,appachitomcat,wp,staruml,putty,turbo++,python 

O/S : Windows 10 

HP-16 

Ram -4GB 

Processor-Intel Pentium DualCore 

cpu@ie-2100@3.00ghz,Opticalmouse, 

Total no of Class Rooms: 10 

LEDcolor  monitor15inches 

S/W:turbooc++,gcc,g++ 

 O/S :ubuntoo,Windows 10 

Acer-12 

intel(r)pentium(r)processor cpug2020@2.90ghz,2.90ghz,4.00gb ram,32-

bit os,x-64-based processor 

3 Lab 5 H/W :Acerverition-32, 

Ram -4GB 

Processor-Intel Pentium DualCore 
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cpu@e4500@3.00ghz,Opticalmouse, 

LED colormoniter 

S/W:java,appachi tomcat,turbooc++ 

O/S : Windows 10 

4 Lab 6 &Lab 7 H/W :Acerveriton-42, 

Acerveriton core i3-18, 

Ram -4GB 

Processor-Intel Pentium DualCore 

cpu@e7400@3.00ghz,Opticalmouse, 

LED colormoniter 

S/W:java,mysql,dosbox,masam,appachi tomcat,wp,python,weka 

O/S : Windows 10 

5 Lab 8 H/W : 

Acer -11 

Ram-8GB 

Processor-Intel ®core™ i5-9400 cpu@2.90Ghz 

64 bit,OS 

LED color  monitor17inches 

Windows 10 

 

HP-18 

Ram -4GB 

Processor-Intel Pentium DualCore 

cpu@ie-2100@3.00ghz,Opticalmouse, 

LED color  monitor15inches 

S/W:turbooc++,gcc,g++ 

 O/S :ubuntoo,Windows 10 

6 Computer 

Centre 

Acer -60 

O/S : Windows 7 

Ram : 4 GB 

Intel Pentium processor 

S/W:turbooc++,gcc,g++ 

LED color  monitor15inches 

 

 

Total no of Staff Rooms: 3 + 1 HOD Room with cabins 

Total no of Class Rooms: 10 

Total no of Tutorial Rooms: 3 
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